the lid by pressure when the lid is opened. In this case, shake the lid slightly, and then
operation of the Instant Pot® controlling the power cycle.

The corresponding function indicator goes out. The cooker makes a audible beep. The
before first use, please take out all accessories from the package and read this Manual carefully, pay particular
Meat/Stew, Bean/Chili, Rice, Multigrain, Steam and Slow Cook.

pressure keeping time); more cups will take longer time accordingly. Total cooking time is not displayed,

The "Soup" key is for making various soup and broth. You can use the "Adjust" key to select a shorter or
produced no unpleasant noise, undesirable moisture and smell residual.

: Pressure inside the pot is up to 11.6 psi, reducing cooking time by upto
controlled a microcomputer: Simply press one of the
detailed information.

: 10 safety mechanisms; please visit http://InstantPot.com for
High Safety Standard

After cooking, wait until the cooker cools down for a while and release the pressur eusing
cooking is just finished, otherwise the hot food fluid may spill from the Pressure Release Valve, and cause

Safe Lid Opening

Each press on the       or        key increases or decreases the cook time by 1 minute. Repeatly press the
key to cancel the keep warm function. Open the lid according to the Safe Lid Opening method

After cooking, the unit will beep 10 times with the "Rice"
Wait for 10 seconds. The flashing Timer indicator light becomes stops

Timer Function

Within 10 seconds after program selection, press the "Timer" key to set a
2.0" is displayed on the LED display

Disassembly/Assembly of Anti-block shield and Seal

Slide the exhaust valve to the Release position.

Cook time is the amount of time the Instant Pot® cooks the food after the inside pressure reaches the
Manual Key

The "Multigrain" key is another smart program to cook multigrain rice, such as wild rice and brown rice.

Cooked rice may yield overly soft texture due to long soaking time. It may also cause burning of rice at

Rice Paddle, Soup Spoon, User Manual, Measuring Cup, Steam Rack

After putting the inner pot in, rotate the inner pot
core and float valve, and wipe it clean with dry soft cloth.

If function keys are not respondsive, ensure the lid

When the "Timer" indicator light is solid, the delay Timer starts to count down.
5.    When the total steam-cook time is reached, the cooker makes an audible beep. The "Steam"

To cancel the operation

The ratio of rice to water can be adjusted according to personal

Leak from float valve

DO NOT open the Pressure Release Valve to speed

Float valve fails to fall after steam

Contact the service center for inspection

Float valve unable to rise

Too little water

after releasing the pressure.

Rice Paddle, Soup Spoon, User Manual, Measuring Cup, Steam Rack

Clean the seal

Ensure to check the anti-

exhaust valve is in seal

from obstruction, wipe

Clean the seal

Ensure to check the anti-

exhaust valve is in seal